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Bill of Material

Tools (Not Provided):
· Hammer Drill with 12" Masonry Bit
· Torque Wrench
· Level
· Tape Measure
· Marker/Pencil
· Vacuum
· Adjustable Wrench or Socket Wrench
· Caulking Gun
· Dewalt AC100+ Gold (Adhesive Anchoring System)
· Drill & Driver Bits
· Safety Glasses
· Ear Protection

Hardware (Supplied):
· (9) 38" x 4" Stainless Steel Threaded Rod
· (9) 38" Stainless Steel Washers
· (9) 38" Stainless Steel Nylon Lock Nuts

Installation Steps for Block Wall:

1. Prepare the installation area
· Ensure the block wall is structurally sound and can support the change table. Contact a structural engineer.

2. Mark and Drill Holes
· Use a tape measure and marker to mark the hole placements as per the provided drawing.
· Use a level to ensure the wall unit is level.
· With a hammer drill and 12" masonry bit, drill holes into the block wall to the required depth (typically 4").
· Blow out dust and debris from the holes using a vacuum.

3. Install Anchors
· Insert Dewalt AC100+ Gold into each hole using a caulking gun.
· Fill the hole approximately two-thirds full starting from the bottom or back of the anchor hole. Slowly withdraw

the mixing nozzle as the hole fills to avoid creating air pockets or voids.
· Insert the threaded rod while slowly rotating them to ensure full adhesive coverage.
· Ensure 1" of threaded rod is still exposed.
· Allow adhesive to cure as per manufacturer specifications (30-45 minutes for Dewalt AC100+ Gold).

4. Mount the Change Table
· Align the holes in the wall brackets to the installed threaded rods.
· Place the 38" washers on each rod.
· Hand tighten the nylon lock nuts.
· Tighten the nuts using a torque wrench (20 -25 ft-lbs).

5. Final Adjustments and Inspection
· Check the table is still level.
· Ensure all nuts and washers are fully tightened and secure.
· Inspect for any movement or instability and re-tighten if necessary.

6. Cleanup and Verification
· Wipe down the area and remove any construction debris.


	Sheets and Views
	Sheet1
	Sheet2


