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Always consult a structural engineer before installing.   

Installation must be completed by qualified personnel. Improper reinforcement may result in

equipment malfunction, structural damage, or risk to users and caregivers. 

Can-Dan cannot be held responsible for reinforcements made in a faulty manner.                   

The wall structure and its reinforcement must always comply with national standards.

These recommendations are to be considered as guidelines only.                                       

Subject to alteration without further notice.

Technical Advisory: Minimum Load Capacity for Individual Anchors

This advisory document defines the minimum load capacity for individual anchors used to mount the NextGen

Wall Mount Change Table to a wall surface.

 

All load values referenced in this document represent the minimum allowable load per anchor. Actual load

performance may vary based on wall construction, installation quality, and anchor type. Installers must ensure

that all anchors used meet or exceed the required load ratings and are compatible with the specific wall

substrate.
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⚠ Installer Responsibilities

Wall Structure: Confirm the mounting wall is structurally sound and capable of supporting both static and

dynamic loads associated with table use.

Assessment: Verify that the wall structure and substrate are sound and free of cracks, voids, damage, or

deterioration before proceeding with installation.

Can-Dan Rehatec Ltd. makes no warranties regarding the fitness, strength, or safety of any hardware or

installation method used.

Always consult a structural engineer before installing. 

Can-Dan Rehatec Ltd. shall not be held liable for any injury, damage, or failure resulting from improper

installation, inadequate wall construction, or unsuitable hardware.

The installer or property owner is solely responsible for ensuring wall assembly complies with codes and

supports intended use.
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*The listed hardware must be supplemented with appropriate wall‑mounting fasteners, anchors and if
required necessary adhesives to ensure proper installation.

Wall Type
Anchoring Hardware

Type*

Minimum Axial Force Per

Anchor 

Concrete > B25
3/8" Threaded Rod

3/8" Wedge Anchor
125 kg (275 lbs)

Solid Brick >= Mz12 3/8" Threaded Rod 125 kg (275 lbs)

Solid Sand Lime Brick >=Hlz12 3/8" Threaded Rod 125 kg (275 lbs)

Hollow Block Wall
3/8" Threaded Rod

3/8" Toggle Bolt
125 kg (275 lbs)

Water-Resistant Drywall,

Reinforced with Marine Plywood
3/8" Lag Screw 125 kg (275 lbs)

Water-Resistant Drywall,

Reinforced with Continuous Solid

Wood Backing

3/8" Lag Screw 125 kg (275 lbs)

 Note: Anchoring hardware is not included with the product.
 

Wall Construction: Structural wall, able to bear a load of 680 kg (1500 lbs) 
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